## Technical data

| product versions | 500 H - 4-legged, upholstered seat and backrest <br> 500 V * - cantilever with wire frame, upholstered seat and backrest <br> 500 HC - 'spider' frame, on castors, upholstered seat and backrest <br> 500HS - 'spider' frame on glides, swivel, upholstered seat and backrest <br> * option available for offer in May 2022. |
| :---: | :---: |
| base | - metal pipe with diameter 20 mm , thickness 2 mm <br> - 4 types of frame: 4-legged (H), cantilever (V), 4-legged 'spider' with castors (HC), 4legged 'spider', swivel on glides (HS) |
| frame | - metal pipe with diameter 20 mm , thickness 2 mm <br> - 4 types of frame: 4-legged (H), cantilever (V), 4-legged 'spider' with castors (HC), 4legged 'spider', swivel on glides (HS) |
| armrests | - metal, fixed, as an integral element of the frame - 2 types of arms: short (SP) and long (LP) * |
|  | * option available for offer in May 2022. |
| castors/glides | Glides for $\mathrm{H}, \mathrm{V}$ and HS : <br> - standard - hard glides (for soft floors) <br> - standard - teflon glides (universal) <br> - option - felt glides (for hard floors) |
|  | Castors (universal) in HC models. |
| seat | - upholstered (no metal staples used), plastic insert made of $100 \%$ recycled polypropylene <br> - seat foam - moulded, density $115 \mathrm{~kg} / \mathrm{m} 3$ <br> - plastic seat cover protecting the seat while stacking. |

```
            shell
```

            shell
    net weight H-7,0 kg
net weight H-7,0 kg
H SP - 8,0 kg
H SP - 8,0 kg
H LP - 8,5 kg
H LP - 8,5 kg
V - 8,0 kg
V - 8,0 kg
V SP-8,5 kg
V SP-8,5 kg
V LP-9,0 kg
V LP-9,0 kg
HS - 9,5 kg
HS - 9,5 kg
HS SP - 10,0 kg
HS SP - 10,0 kg
HS LP - 10,5 kg
HS LP - 10,5 kg
HC - 9,0 kg
HC - 9,0 kg
HC SP - 10,0 kg
HC SP - 10,0 kg
HC LP - 10,5 kg
HC LP - 10,5 kg
gross weight H-9,5 kg
gross weight H-9,5 kg
H SP - 10,5 kg
H SP - 10,5 kg
H LP - 11,5 kg
H LP - 11,5 kg
V - 10,5 kg
V - 10,5 kg
V SP - 11,0 kg
V SP - 11,0 kg
V LP - 11,5 kg
V LP - 11,5 kg
HS - 12,0 kg
HS - 12,0 kg
HS SP - 12,5 kg
HS SP - 12,5 kg
HS LP - 13,0 kg
HS LP - 13,0 kg
HC - 11,5 kg
HC - 11,5 kg
HC SP - 12,5 kg
HC SP - 12,5 kg
HC LP - 13,0 kg
HC LP - 13,0 kg
stacking - versions: H, H LP, H SP - 4 pCs.
stacking - versions: H, H LP, H SP - 4 pCs.
- versions: V, V SP - 4 pcs.

```
        - versions: V, V SP - 4 pcs.
```

backrest

- fully upholstered (no metal staples used), plastic inserts made of $100 \%$ recycled polypropylene - backrest foam - moulded, density $90 \mathrm{~kg} / \mathrm{m} 3$


## Dimensions




HC/HCSP/HCLP


H/HSP/HLP

